
Magellan V-200 is a new inovative design that incompases the 
latest in illumination technology, bearing technology and software 
technology.  

Specifications

Illumination

     Surface 48 High Intensity LED Ring Light
     Profile 18 High Intensity LED Area Light

Bearings

     X, Y axis Double monorail, 2 car each ball bearings.
     Z axis  Single, super wide, double car, ball bearings. 

Accuracy (linear compensation applied)

     X, Y axis +/- (5 + L/30) microns.
     Z Axis +/- (7 + H/30) microns.

  Repeatability

     X, Y axis +/- 3 microns.
     Z Axis +/- 5 microns.

Magellan V-200 from Caliper Designs, Inc. comes with the 
following standard equipment:

  - 15 inch LCD touch Screen.
  - Dell Computer system including Keyboard and mouse.
  - Forty-eight LED Ring Light for surface illumination.
  - Eighteen LED Cluster for profile illumination.
  - Large, 8 by 6, XY stage.
  - Six inch measurement capability in the Z axis.

Capability   V-200 EZ-48-6-300
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Magellan V-200 Comparison

Typical "Part View" screen.  Part has been 
Skewed and Datum has been set to the 
apex of the angle.

Represented in your area by:
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CDI Starrett Mitutoyo
MFA-1720

ST Ind.
20-09600-02

Video

Video Edge?

Profile

8 X 6 in. 8 X 4 in. 8 X 6 in. 8 X 7 in.

Video-Workshop QC-300

Focus Only6 6 6

NoYesYesYes

Motorized 7:1 Manual 6.5:1

Crosshair

LED Ring

LED Cluster

External incandesent lamp box. Fiber-Optic Coupled.

Incandescent Bulb

DRO

7.5 X 5.5 3 x 4 3 x 4 Separate
Monitor

Selectable type and color Separate
Generator

Touchscreen Yes Yes Yes No

$14,700 $19,700 $15,995 $18,800

Software
QC-300
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Parallelism ee No

Miscellaneous
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Interface

Part Progs

Ease of Use

SPC Support

Part View

Looping ee No

Graphic Graphic

Very Easy Easy

Feature Stack Visible Visible

Screen Size 15 Inch LCD 8.5 Inch LCD

Video
WorkshopCapability

Screen Size

Manual 6.5:1 Manual 6.5:1
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While Caliper Designs, Inc. has made every reasonable effort to ensure the accuracy of these specifications, information contained herein are subject to error and ommision.  These specifications may change without notice.  
Caliper Designs, Inc.supplies the specifications and makes no representations or warranties whether expressed or implied.


